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PROVINCIAL, CLASSIC. 


ADVANTAGES 


HARMONIOUS STYLING — Folding Closet Doors are 
designed to harmonize with any decor. Their slim, clean 
lines are instantly appealing. 

FULL ACCESSIBILITY — Doors fold open so that com- 
plete wall-to-wall accessibility is available. Hidden, hard- 
to-reach corners are eliminated. 

ECONOMICAL — They are economically priced and, 
made of steel, they will never swell, warp or sag. 


EASY INSTALLATION — The panels are simple and 
economical to install for either the amateur handy man 
or professional carpenter. 








Colonial Design Fully Louvered 


Copyright 1962 Republic Steel Corporation, Truscon Division, Youngstown, Ohio 


OPERATION — The sound-deadened doors open and 
close effortlessly and quietly on lifetime pivots and nylon 
track guides. 


VENTILATION — Although the doors are louvered 
primarily for appearance, they also offer a plus advantage 
for closet ventilation. 


HARDWARE — Doors are shipped with hardware 
attached. Simply install track, attach door knobs, hang 
door and adjust. 
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Wp COLONIAL DESIGNS 


CONSTRUCTION 


Truscon Folding Closet Doors are constructed of 24 gauge 
prime quality cold rolled sheets. Folding panels are joined 


together with piano type hinges. 


All units are furnished completely packaged including 
finger pulls, pivots, pilot brackets and top and bottom 
tracks. Cartons are of the heavy duty type offering full 
protection during shipment. Truscon Folding Closet 


Doors are chemically cleaned and treated after which 














Classic Design 


they receive a standard baked on shop coat of off-white 
prime paint. In addition to the standard 6’-8” and 8’-0” 
high folding closet doors, Truscon also offers the units 


in special heights up to 8’-0”. 


For those desiring a flush type of door, the Truscon 
Colonial folding closet door can be furnished without 
louvers in any of the standard widths in either 6’-8” or 
8'-0” heights. 










































































Classic Design 


TRUSCON STEEL FOLDING CLOSET DOORS 



































DOOR SIZES 
FULL UNITS HALF UNITS 
Opening Heights Opening Heights 
: Door Opening |——————_———_—_ : Door Opening 
Size | Width | Width | 67.8” Units | 8’-0” Units Size | Width | Width | 67.8” Units | 87-0” Units 
3’-0” 35” 36” 6'-834” 7-114” 1’-6"” 174" 1814” 6'-834" 7’-11Y4" 
4'-Q” 47” 48” 6'-834” 7-114" 2’-0” 2314" 2414” 6'-834 ” 7-114" 
bi | ad 59” 60” 6'-834" 7-114" 2-6" 2914" 3014” 6'-834" 7-114" 
6’-0” v6 (ad 5 Ag 6'-834." 7’-11Y4” 3’-0” 3514” 3614” 6-834" Fiat 114” 


























INSTALLATION PROCEDURE FOR SERIES 610 FRAME 


Opening studs must be fairly straight, plumb and square. Do not nail wallboard 

until after frame is set. 

1. Install head of frame. Do Not Nail. 

2. Install one jamb. Nail through wallboard and top anchor, Check for plumb- 
ness and straightness, Nail through wallboard at bottom and center anchors. 

3. Install other jamb. Check opening width at top, center and bottom. Then 
nail through wallboard at top, bottom and center anchors. 

4, Pull or tap down frame head to insure tight corners. Check for levelness and 
nail through wallboard and anchors. 
For door — See door installation procedure. 


INSTALLATION DETAILS 


CENTER ANCHOR ONLY ON UNITS 
OVER 3-0" WIDE 
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FOR STUD OPENING SIZES USE DOOR 
OPENING DIMENSIONS SHOWN AND 
ADD |" IN. WIDTH AND 3" IN HEIGHT. 
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HORIZONTAL SECTION SILL 





ROOM SIDE CLOSET SIDE 
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TRUSCON COLONIAL CLOSET DOORS 


DETAILS 


FINISH DOOR OPENING HEIGHT 


OPENING PLASTERED _OPENINGS 


NOTE: Finished door opening width dimensions are 3’-0’, 4’-0”, 5’-0” or 6’-0”. 


Truscon Colonial Closet Doors are constructed of 24 gauge prime quality 
cold rolled sheets. Folding panels are joined together with piano type 
hinges and are sound deadened by means of a composition installed in 


the back of each panel. 





All units are furnished completely packaged including finger pulls, pivots, 
pilot brackets and top and bottom tracks. Cartons are of the heavy duty 
type offering full protection during shipment. Truscon Colonial Closet 
Doors are chemically cleaned and treated after which they receive a 


standard baked on shop coat of cream colored prime paint. 


In addition to the standard 6’-8” high folding closet doors, Truscon also 


offers the units in heights up to 8’. 


For those desiring a flush type of door, the Truscon folding closet door 
can be furnished without louvers in any of the standard widths in either 
6’-8” or 8’ heights. 
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